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1. In the event that a production contract for a large

quantit¥ of AS-3 sets is awarded in the near future, it is sug-
gested that parallel developments for some or all of the following

items be initiated, It is anticipated that requirements for such

accessory equipment will be levied upon us when AS-3 units become
N operational.

< Hifee "‘"‘ﬁ"";ﬁ"%“‘fmﬂ 2o Automatic Recognition - a base station accessory which
cperaliig MW would automatically recognize AS-3 IDY signals and turn on a
few chamadderof high speed recorder could be built into one drawer, and operate
"’W‘a‘*“’"‘d Ze.  from the IF outputs of five or six 51 J receivers,

"”’?f”e“’éa’@ tvewg- 3, MANUAL MORSE CODER - a device to permit experienced
W o operators to use the AS-3 as efficiently as they can use S0X1
5 . would be most welcome in . A small, hand operated coder 50X1
Mm y

containing an audio oscillator, a miniature telegraph key, and

il $161 ()BT spring wound motor could be built in a case no larger than the

aLailigy o present dot-dash coder. A size D flashlight cell would power
——— the oscillator, which would be also used to provide sidetone to
the operator. The device would place a pulse on start track of
y, . the CA~3 cartridge when the key was closed and another pulse on
o 7 the stop track when the key was released, The spring wound motor
(o v would continuously advance the tape in the CA-3 cartridge at either
~> a HI or LO speed, whichever the operator selected.

4o KEYBOARD MORSE CODER - an AC operated keyboard-to-Morse

Y ’ r% - converter for office use could be provided as an accessory for
staff emergency commnications use of the AS-3. A modified
k-8 ’DQ* cartridge with enough tape for 500 groups could be used with this

Wo;\ coder.

ZS,MAZ/ 5. BURIAL CONTAINER - planning for a suitable burial package
for the AS-3 should begin as soon as the dimensions of the pro-

W i M ‘duction units are established.

— 6. CARRYING CASE - a contoured carrying case for the AS-3
= and its operating accessories can be available when production units
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appear if its configuration is determined in the near future.
It is suggested that two equal sized briefcases be considered
for carrying the AS-3,

¢ Y fech oppsstucas 7 RECEIVER FILTER BOX - TheRBD-11 may be operated from AC
wie BA-3 T if a small 60 cycle filter is placed between the receiver and
irwaz~u¢w«,¢mﬂ the BC-3 battery charger. It is estimated that a box holding
= ‘ this filter would measure about 2" x 1" x 1in,
pomh e boa,

, o 8. RECEIVING HARNESS - g cable harness comnecting the

WW-VOR source to the receiver and the printer of the AS-3 would
s Auarmeier . permit the operator to receive blind broadcasts without the
Tr-34 2 necessity for using the transmitter as a connection box.

A

9. ALTERNATE AS~3 RECEIVER - a suitable DC-to-DC converter

M to operate the RR-2B from 12 volts, together with audic and
/(Q{ ', jantenna interconnections will allow the RR-2B to be used as an
lternate receiver for the AS-3 where economy is an important
(/ W consideration.
—

™ : 10. It is suggested that the DS-1 Digital Display unit be
4o provided with an AS-3 type connector positioned to allow the
© D3-1 to plug directly into the AT-3 in place of the TP-3 printer.
) S'i' The same 12-volt cord which allows theﬁﬁzf)—ll to be operated from
a 12-volt battery could be used in this socket for furnishing

power to the DS-1 when it is used without the AS-3.
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